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j)ls service information is designed for experlenced repair technicians only and is not |
esigned for use by the general public. It doas not contain warnings or cautions to advise
non-technical individuals of potential dangers In attempting to service a product. Products | - .
powered by electricity should be serviced or repaired only by experlenced professional |

technicians. Any attempt to service or repair the product or products dealt with in this ser- |
vice information by anyone else could result in serfous injury or death. ' _
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o NOTEDchnoLRInchany wires duril_.?n_g' g&a-ssemﬁiy.‘f‘ After servicing-any electrical' compo:

nent oriﬂéﬂﬂ&{ﬁlﬁﬁqbsum the unit should be reassembled and checked for dielectric.

breakdain o currefit leakage.




B EXPLODED VIEW (GENERAL PARTS) : &0 .+ iz it o




(" M EXPLODED VIEW (NozzLE HOUSINGY..: [B BLOGK /.. - 74




B PARTS LIST (NOZLE HOUSINGY:..[A] BLOCK:

R
i

Ref. Ho Patt Name & Description Part No. Quantity |- Remarks

A—4— | Noxzie Housing.- --- - ACPAABFEVAT—- R - Fumiiure-Guard Glusd On——

A-2 Window AC21HEXZVG7 1

A-3 Shaft (Plastic) |  Amcessvee 1

A-4 Fumiture Guard . " ACTRIAZVEVEZ., 1

A-§ Packing (Nozzle) | AMESIAVER - 1

A-6 Frame 1 AMCt;M«qu 1

A~7 | Spring (Pedal) " AMGSBA-2VE 1

A-8 ‘Pedal - . AMGdTA-.?,VEU 1. _

A-9 | Screw (Frame) - - AXTN4116BFY E Shipped 10 per package

A-10° | Bet T . T | - Acadsorzn 1 :

A= Lower Plate Asserbly 5 | ace AsRFZOG 1 ‘

A-12 | ‘Lower Piate R ' ACZTAARF200 1 4 Includes A-13, A-23, & A4

A-13 | wamingLabel - ‘ ] ACOTZADFZED " g

A=14 - | Belt Cover (Rear) T AMGHIS-2vew BE )

A-15 Stop Latch Spring S ACTONYUZDE 2 L

A-16". [ Latch ‘ i | AmCsBN-VaeK. 2 \

A=17 | Pedal Shah T AMCEIARVE - 1. '

A-18 Spacer - .. . AMETAS-ZIRRE . | 1

A-19 Packing (Lowar Plate Front) ACTAAAAEZ(D el e

A-20 | Secrew (Spader B AXTN4+28BFY e Shippéd 10 per package

A-21 -Serow (Mozzle) .. " AMCEBA-VIE 2 Shipped 10 per package

A-22 | Agitator ol i . AMCAZA-2VD 1

A-23 ‘Packing (Lower Plale Sides) AMCIDA-LVE 2

A- Packing (Luwor Plate Back) AMCT4A- 1

B PARTS LIST (AGITATOR AééEMBL\?,)'...;: BLOCK

"_I EXPLODED VIEW {AGITATOR ASSEMBLY)... BLOCK

' Ref.No. | Part Name & Description Part No. Quantity Remarks
“B=1 Agitator Unit ' ACBARBFCZUHG T .1
I B-2 End Cap . ACBSCTC100 2
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o PARTS LIST (MOTOR HOUSING; MOTOR, HANDLE; AND BODY)...[C] BLOCK

B

Ref. No. Part Nama & Dascription Part No, Quantity . Remarks l

Gt DustComgarment Uit~ =~ ACBBKARFZVR7 1 Ingd. C-38, C-4d, C-45 & G5

c-2 - ON/OFF Switch ACOBEARFZON) 1 Includes C-38 & C-46

G-3 | PowerCord ACS4EAPNZYD2 1 Incl. C-38, C-44, C-45 & C-40

c-4 Wire Connector - AMC-1CTCER3 4 Shipped 10 per package

C-5 Packing (Dust Container) ‘AGEEKVOTVEE 2 .

C-86 Switch Cover AGBBEARFZVOE 1 Includes C-46

G-7 Packing (Switch Cover) ACTIKVOZVDE 1 '

C-8 Scraw (Switch Gover) AXTN4+16BFY 2 Shipped 10 per package

G-9 Handle Screw ' AMC738-VI3E 1

G-10 | Nut (Handle Screw) AMP21B-1713 1

c-1 Fitter Supporter  AMC32K-VOD 1

. C-12 | Secondary Fitter AMCI7K-VEXS 1
C-13 Wheel . AMCB1C-VSEU 2
C-14 | Shaft (Wheel) AC16CUSZOR 1
C-15 Stopper (Whee) AC745U8200 2 .

C-16 | "Washer (Whoa!) AXWGSETIEFY 2 ‘Shippiad 10 per package
C-17 ' |" Dust Bag (Typa Ug) ACTEKIVZRNZ 1 ST B
€-18 '{ Suction Inlet + ACEOHFT4VUE 1

G-19 ] Cover (Suction Inlet) - AMCOI2H-F7OE 1 - .
C-20 .{ Screw(Suction Inlet) "AXTM4H1EBFY 2 Shipped 10 per package
G-21 | Motor Case ' ACRESFAECZVE7 1 I L
G-20 Packing (Rear Cover) " AMCEIZL-VOE 1

G-23 | 'Packing (Motor Case) ACI1OFJFZVIZG 1 S
C-24 Screw (Motor Casa) ~ AXTN4+-2GBFY 4 ‘Shipped 10 per package
C-25 Fan Motor Linkt - ACHRFTEZIU 1 L
G-26 Cover Cap -ACISHAPNZDL. 1 L
C-27 | Scraw, Ground - AXYN&+EIBFEY - [ 1 Shippad 10.per package
C-28 Nolse Suppressor AcooGAaMMzEer | 1 T
C-29 | Moter Support (Rear) - AMCOIFVEE 1

030 Motor Support Rubber (Front  AMCOIZF-EQ@ 1 ;

. G-31 | WireGord 1 | . AC37GTEZGU 1 -
G-32 | ‘Wire Connector b AMC-1CTCE23 a- Shipped 10 per.package
C-33 | Hande - ACOSBTEZVU? 1 Includas Cord Storage Hook
C-34 | Lead Wire Assembly ACIIWARGZEHD =N o - '
G-35 Dust Cover " ACBOKPEZVD?Y 1
C-36 Hose " AGPVE2VDE 1 -

C-37 Hose Supporter AMCZAR-2ViD 1 , '
C-38 | WieTie - AMCE98-702 K] Shipped 10 per package
C-39 | Protector ACEHIMZVDE 1 T
C-40 ' | Frotactor Spring - Yollow AGTRKAECZYDO 1

C-41 Protector Supporter . ACIBMIMZVOE 1

C-42 | Protector Case ACBBKIMZVEE 1
43 Rubber Frotactor . ACE1E4GZUDT 1
G-a4 Fiat Washer, Round - AXWE 12.0223FE A
C-45 Cord Retalner . ACBSWAPNZOD 1
G-48 Packing (Insulator) " ACB1LAGMZOIR 1
G-47 | Piastic Cover (Motor) AC93FTEZZU A A



. I PARTS |_|ST (MeTon FAN ASSEMBLY)-

- | ‘Ref. Ne, .

- Part Name & Dnscrlptlm

f.';';. " PanNo, .

1

Fan Cass

 AMCS3F-AVROU

Nut

“AMCIF-ACROU. |

Washer (a)

1 AMEesr-avoou.

- Fan

ACOEFRFZ@Q

Spacer

" AMCBOF-AVORY

Brush Assembly

- ACPTFRFZO0

Bracket

.. AGR20VIZON

w{v|o|n] o]l

Serews

ACaBDVIZBY .




B EXPLODED VIEW (PACKINGMATERIALS) -« © ="+ "4 3 804 &

. PARTS -..LIST (PACKAGING MATERIALS)

Ref, No: Part Naime & Pescription ' Part No. | Quantity. _ Rerharks

Iy _ Packaging Assembly _ ACBIZCCRZopa | 1 ' " Includes 1 and items af

2 oPom'ting Instructions . ACBZCCBZOO 1

10



("'ﬂ COMPONENT REMOVAL CHART: ",

commueumo_-_.
3) _BEREMOVED

-~ -COMPONENTS THAT—| -
MUST BE REMOVED ' |

How ‘ro eeMOVE

TR “..-‘\-“_-::-.‘!. LA

| BT
e,

| | Lower Plate

Agitator Assembly

‘Release latches; -
and tilt off.

Lift eut With endcaps ErN:

- Agitator ASsambly

- Lower Plate

Belt

Heleaee Iatchee

; "Liﬂ out' with agltater.

.

' DustCover  +
Lower Plate

Nozzle Housing =~
- “Melor Caige: - -

-

Puﬂ oﬁ

Litt out with end cape |
- Pullofl.

Hemeve‘ feur ecrewe and
' puli eff

S Reiféaeelatehee;‘"f"-*‘;*f-j
AT ki ik \" | SRR R .5”"’ ﬂFId'mt ﬂffa‘i 3 M
Agitater Assemblleelt ;

Fh A
[t

Tane
rr,

" On-OM Switehs'; ]

bl

- Powet Card- . -

Dust Cover - L
~_ Switch Cover

Pull oﬂ

Hemeve two, ecrev_)e and

pull eﬂ

- «Nozzle Housing-

) tawe‘r Plate

Agitater Aeeembly/Ba]t =5 b

Helght Adjuet Aesembly |

. Releese Ie'th'.hes.'
. ... and filt off.
Llﬂ eut wnth end caps

Remove three (3)screWe
~and Iift out

" Wotor Protctr

Dust Cever

Duet Bag

"‘-“Pulleﬂ'

Full eut ef dust cempartment
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. P Placa ma handla in low malﬂon

M LOWER PLATE REMOVALIINSTAE. A

Removal

2. Tun the vaim cleaner over exposing the nndamda Halaasa trra Iawer
- -plate by pressing the two (2) latches that secure H Inward, (ng 1)

' j-; 3. Separate tha Iower plata from the vacuum.

! Installation _ :
. 1.Close tha rear belt cover,

2. Hook the.front of the Jower plate into tha slots on the front of the nozzle
housing. Preas tha Iowar plate down into place.

p 3. Fasten lha lowar plata by. pushing tha two (2) latches outward.

B NOTE: For ganaral Sewlcing, Itis neeessary to allmlnate piﬁchlng of any wlra during reaaaamhly Aﬂar
. servicing any electrical component or electrical enclasura, tha unit should ba raaasambled and’ bhacked

~ 5 for dietectrle breakdown or current leakage..

" Removal

" 4.Use both hands to pull the belt tight, (Fig. 4), and slide the agitator

". 5. Rotate the agitator aaaambly by hand to insure nothing rubs and to

M AGITA_TOR ASSEMBLY FIEMOVALIINSTALLATION =

R

The bnrahaa are nat replacaabla separately Whan tha bruahaa naad replacing, tha agitator assembly, (wﬂhom end
= caps), wilf have to be. ‘teplaced.

K Hamcwa the lower plate as outlined !n the LOWER PLATE REMOVAL/
" INSTALLATION section.

g 2 Lift rear baﬂ cavar aﬁd rarnova agrtator holder.

3. Carafully Iiﬂ up on tha agltator aasembly until it claara both aidas of the noz-
. zle housing, {Fig. 2.

: 4. Remove the belt from the motor shaft by sﬂdlng it off batwaan tha and of the X
"+ shaft and thenozzle houalng, (Fig. 3). ‘

NOTE: The two (2) ‘enid caps may come. off as you {ift the agltator assem-

.. bly out. Lookatthe exploded view of the agitater.. -agsembly.in the B-

- Block section for correct aaaambly of. parts Tha and cap; should ba
.--reused : - TR s

TS

‘_ .Installatlan .

", 1. Place lha balt around the motor shaft,; (F:g 3) .

2, Start the new agitator assembly back into the nozzle hauaing by placing the
- side opposite the belt partially into the slot, This will hold the agitator in place, .
- and leave both hands fres to place enough tension on the belt to aliow. that side
" of the agitator & retumi to the nozzla housing siot.

3, Placa the-belt around tha agitator pulley on the agitator aaaernbly

~Note: There is a place for the belt to fit on one end of the agltatar
assembly only. This Is the agitator pulley.

assembly fimly into the slots on each end of the' nozzle housing.

chack for correct assembly.
6. Replace the agitator-holder, and close the rear. balt cover,

7. Replace the lower plate as outlined In the LOWER PLATE REMOVAL/.
. INSTALLATIDN section.

“ai2-



( .i BELT HEPLAC'E ENT

YT s

Hemoval

}ollow all oi the instructlons ouﬂmed in tho agrtator asoemb!y removal section.

Installatlon T

o

Homoval

- -1. Remove the lower plate as outiined ln*‘tho ‘LOWEFI‘
. PLATE. HEMOVAL/INSTALLATIGN seotlon

2. Remove the belt and aghator assembly as out!inod in
- the respective sootiona ¥ .

"'t 3. Remove the nozzla hose by pulling up on tho hoso tci
" remove It from the nozzle housing. Pull the nozzle hose
out of the back of the nozzle ‘housing.

4. Insert a fiat blade screwdriver between the nozzlo hous- : :
ing and the plastic shait pm Outjha plasuc Bhait amilluo- o A

Oatad (Fig. 5).

5. Flemovo tho nozzlo housing as illustratod (ng 6): S
R lmovo the nozzle paoking, wmdow ond handio roioaso assembly

If the motor case cover is removed DD NDT turn vaouum
over as the rnotor rnoy tall oiat, .

lnstnliatlon )

1. Insiall the nozzio packing, if not alroady - place, window and handlﬂ
rolaaso asoombly In the new.nozzle. "

nnnnnn

- 2, Fit: tho nozzle ﬁom the motor shaft oi;io rst" and rotato it into plaoo on |
. the ciust oontamor as illustrated (Fig.: 7) RN

3 sildo the plastic shoft through the nozzlo housing and into the duot -
_' . container Make sure that the slot on iho bottom of the plastic shaft is down and fitted onto thé prolootionl (Fig. 8).

gy Floassemblo the nozzie hose by inserting itinto the nozzle. Push the nozzle hose down into tho slot in the nozzle
housing ‘Make sure that the tab on the hose supportet Is Inserted into the slot,

' 5. Install the beit, agrtator ass:arnbly, and the lower plate according to the respective Instmotions

‘“’ ) N ._

i '-"‘.‘_t,.--,':‘-;.‘.' . Dooded
pirie RN




M SWITCH COVER AREA WIRING MANAGEMENT . ... (.

-'W.T‘lﬂlnﬂﬂmm IS
L, arW!’lf.cﬂfﬂrﬂﬂhiﬂﬂ" . I T _,__,."_L “

ty YR B RN

: P A T

‘ _Removal

- 1. Remove the dust cover and switch mver to exposa the electncal connectmns of the pnwer mrd DN/DFF $wrtch and
~ wire-cord. - : . S ‘ B :

: 7 2. Pull the powm cord Into the dust compartment in order to renove the stram rellef (for power. cord raplacament) by pry-

B : ing or Ccuttinig, remove the wire connectors, dnd wire tIB. if present,

L ‘-.up utof the dust compariment at the same ﬁm&

SO X Flarqove the DNIOFF switch (for. ONVOFF swiich raplacement) by dapresamg the swltch retalning tabs whila pushln(

et

o 4, Pull the. powarcord outnf the dust compattment (ior power cord replacament) L T ]
i‘i-ﬁ-(Gonﬂnued on p.15) IR o s ‘_-‘ L .' _'L--';:*: ___i_f"



(1 POWEFI COFIDION-OFF SWITC‘H? HEPLAGEMENT' (Cont)

Instaliation

Tsert the new poweir cord (Fower ¢ cord replaceient only) info the dus‘l compartment as. far, a;;‘necassary in prdar to -

le anew oqrd retainer in. proper location 6n power cord. The propér location is approximately ong and.one eighth inch- L

ed/thirty milimetérs {t 1/8"/30 mm) of new power cord cuter jacket extending past the cord retainer and washer, The
washer goes between the cord retainer-and the ‘dust sompartmient, -Aftach wires with wite'connectors accoiding t the'
. wiring dlagram in the fmnt of this manual, ONLY USE A NEW CORD RETAINER, DO NOT REUSE A CORD RETAINER

~ 2.-For switch raplac:Emerit only Insett the new ON/OFF switch with the numbers 1,2,3, faclfig toward you, kito the duist
7" compartment until sectired by the. retaining tabs, Use a:wire tie with the part number: listad.ip the C Black parts liet arid -
" place itin: the location shown in_Fig, 9 taking cars not to ovenighten it. Tuck the wire connectors back into'the dust com
i .partment as shown in the-close-up.view in Fig, 9. .

-a Ensme thanhe rnsulator Packing. is inﬁtalleci,qormcﬂy (sea Fig 10)

e Replace the switch, cover, the two (2) switch cover screws, and tha: tlust cover: Cara should be takan not to plnch wlrés
- and make sure that the switch cover goes-on easily and stays flat. If there is resistance to'the switch cover lyir Eg flat and.in

‘place, stop, remove the cover and make sure that no wires are bemg pinched. DD NOT USE A POWER SCH WDHWER .
TO SEGUHE THE COVER, .

NDTE Any service Involvlng lha hamlla or switah mvor area should be followed up*wlth a diele::h-lc or f.-urrnnt

leakage check of the unit. If you do not hava the equipment or are not famlllar whh the. test pmcedu[es. take the. "
unit to an authorized servicer. : '

B HOSE REPLACEMENT | R
C }Hemoval - co
1. Remove the lowar plate as Instruc:ted in the LC}WEH PLATE HEMOVAUINSTALLATION section

Il the hose up out of the nozzle housing. PuEI'r the hoso out of thia back of. mE hozzle hbusing

‘ .iemove the hose from the suctlon inlet by unscrewing it. The hose has laft hand’ mreads 5o it must be turnad clov.k» R
wlsatoremove N T iy

Raplaoament o e

1. Haplase the new hose by screwing It counterclockwlse Into the suc:ﬂon inret : ‘
2. Insert the hose in through the. back nﬁhe nezzle houslng Push tha ‘end of the hosa down into ’the slot in the nozzle

ﬂ

fFleplac'G ihe. lower plate as-descr bﬁql]n the LOWER PLATE FIEMDVAUINSTALLATIQN section

'l MOTOR PROTECTOR REPLACEMENT

Hemnval

- T PR
FERTI d

" Hamcwe lhe dust cover and dust bag

- 2. Remove the motor protector (shown in the C Block) by pushing in; one at a tlme -on’ the tabs that secura it 10.the' dust
,‘_ compartment ‘Push the motor protector out tha back of the dust compartment [ ‘ '

Dlsassembly

1. Holding a.pair of needle nosa pllers af an angh andina posiuon where one Eide T

of the pliers is:against the Iooldng tab,-exeit enotigh pressure on the tab to release '
, (see.Flg.. 11), NOTE: There are.twe locking tabs. present, but.only one -

“ heeds o be raleased For remamhly look at the exploded view In the C

. Block, :

)allation‘

-1, Reinstall the motor protector inte the dust compartmem by allgmng the two tabs

under the top flange with the slots in the dust compartment and applying pressure :
unul it snaps into place. . _ (Fiq- 1)

15



" the motor, or Made in.U.8.A. Stamped on the bottom, -

BRI raforsorow Iooatrorr

-, trough as shown in Flg. 14.

B MOTOR REPLACEMENT */: 1

" Removal

1, Remove the dust covor by grasping tho top noair tho Onlfo swi’loh ahd pulling
: aharply dut toward you, °

R Homovo tj:ua Iowor ploto. agitator assombly bolt,r tho plostlc shatt. and tho nozzlo ‘ L

: housing oo inatructod ln the rospaotlvo removal.sections, : -
8. Turn the voouum over to tho front side,

4. Flomovo tha: four (4) sorows from tho motor oaso ano thon rémo\fo tho motor
-Case, (FTQ.J.?L 2 B o ';,.
5. Disconnect the motor leads and remove the motor Remave the motor supporl

rubber (rear), noise suppressor, and the motor support fubber (front),” Plaoo thesa. -
: norns;on tho now motpr, soo tho C. Blook for. aviow of thooo g :

S

' Installatlon

1. Place the. motor back into the. dust oompamnont with brushes allgned parallel to the lront odgo ftha d t
ment. ‘The motor: SUPpPort (rear) must-aiso. align with: tho tabs1n mo same Jdlrooﬁon Faen o

-“j. \.r\' LR

. 2 Reiwire | par e Plﬁorlal ering magram
- 3. Replace the motor case and the four (4) sorows

4. Tum the-vacuumn back: ovor and roplaco the nozzle houomg, plastlo shﬂﬂ»‘ e e p

accordlng to the rospootwo lnstallatlon mstruotlons

'fl CARBON BnusH REPLACEMENT

Rornoval and lnsiallation

1. After removing the motor, see MOTOR REPLAGEMENT, mako
sure that you have properly identified it, Note specifically that this
motor I5'made in the U.S.A. as identified. by.the fabel.on tha oldo of

2. Rémove the amp tormlnolo located on oaoh brush’ ond, (Flg 13) =
Replace the brush assembly which should Incilide the brush holﬂor. J.
Reinstall the amp terminals onto the new’ ‘prush oosomlily Qomploto o

: brush change.on one side before starting on the othor side.

' NOTE Do not drop oorows Into the moter..  »

‘ 3 There are two (2) brushos Iooatod on the motor as idontlﬂod in |

Flg. 13.. A Phillips head screwdriverwill be required to- remove the . [~
four (4) screws that hold tho bruoh holdoro onto tho motor Sea Fig

. NOTE: When Insertifig the brush assembly, be sure that
- the TAB on the bottom of the brush holder Is posllloned in tho

-4, Replace the brush holder braokol with two (2) Phillips sorows on
* . eachside of the. motor.

B As @ ﬂnal ohock to assure proper motallation of bmshos. :
< MBABUNS. ACTOSS tho brushes for tho approxlmato dimonoron as
b $hown in Fg ‘14,




(M MOTOR FAN REPLACEMENT:

Removal *

- U
o, : PR
) g.\f; rE s

“Yerk the positin of the fan case's lacation ot the motor with 4 poifcl, or soors | Tup Do on e
- #ith & sham. oblect before disassembly.. This will aid you in reassembling the - | 7 Crmped. reas

~ fan case, (Flg. 15).

... 2. The fan case has three (3) crimped: sections.on. it to'hald-the case onto'the
. molor. These will have to be straightened by Using & palr of niedle nose pliers
~ 'and by tapping out on the crimp area.with a flat blade screwdriver. Be sure -
- .and straighten all threa (3) crimped areas, (Fig. 15). Remove the-fan case from ark Case
 the motor unit. CoE s '

3. Tools required to remave the fan from the shaft will be 4 /8 - inch Alien wrench,

a 1/2 «inch offset box wrench',-torql._:q wrench, 'ahd_"'a'-he_zmh'@@r;_l_f o

. NOTE: Be careful when handling the sheet mietal'patts as there could be sharp
- - edges. Do not scratch or bend the motor shiaft, Scratefies will éause belt break- 't
" age during operation, D 1 -
. 4. Place the 1/2 -.inch box wrench over the 1/2.-inch hex nut that holds the fan onte- - . |
* the e L '
 "motor shaft, (Fig.16). While holding.the wrench on.the nut, place the 1/8 -inch Allen
wrench into. the end of the motor shait and-leosen:the nut while-holding the Allen-
.- wrench still. The nutwill have 1o be turned clockwlse as It 1sa léftchand thread. After
~__removing the:nit, rémove the fan, (Fig. 76). There.is a spacer left on the motor thatis |
C‘ “not requilrad to ba remaoved. If spacer Is: removed, reassemble.per exploded view,
i Sc_irﬁ'e models will have this washer and spacer.

hllation

" 1. Place the nawfan onto the motor shaft, meking sure that the spacer Is still on the

the top-of the fan as you instafl it.

motor. The. large. diamater hole, approximately 1 1/8 inch, wiltbe on - EXPLODEDWEW ff

(Fig. 16)

2. Install the flat.washer.with the burr side of the washer -~ -

Part
Name

. facing away from the fan, (Fig. 78). Screw the nut onto the motor |-
" shatt, turning it couriterclockwise, left-hand threads, and torqueto |
20-30-inch pounds. Be-sure to hold the motor shaft by placing the
"+ 148-inch allen wrench into the motor shaft end while torquing the
wond g te)
+ 3. Align'your marks on the fan case as you put the fan case back |
. -on and tap around the case uniformly. Tap the three (3) crimped. |
~ areas ‘over and then use & flat blade scréwdriver 16 recimg them.

. 4. Bae ngﬁ.tﬂor 'rea;aﬂémbly specifications,

42705 These measurements

& - : ‘ : --.‘ l .
.- — s _ (106/Hdmm)  are approximate. - i . T
B . o = . ] . - -
: L (Fig. 17) ‘ -

I

. ! L3
‘Usa these specifications
to assure that the fan |
case-has beentapped -
T back to the original position.

‘&b spacer usad on’
* -olhermodels. - -

Fan Case

i8-Usiid on som modals. © |

Brush Assembly
Bracket
Screw A

Fig. 18] -

w17



- TROUBLESHOOTING GUIBE

i ( .

| conpmon' - f

CHECKPDINT

METHOD OF INSPEC‘HDN

CAUSEIREMEUY

1 MOTOR F’AILS
" TO ROTATE, .;
(NO.NOISE IS
HEARD AT ALL).

1 '-'“Puwer_s'ource
. Aphg B:?ckﬂt).

* Motor continuity, ..+ "¢

1. - Gbrhis
1 incontact with-rotor. . -/

. ONIOFF switdl mﬂﬁﬂﬂﬂy

"« Power cord, A

ek etinbinbity, cord

. Flnmova a\ﬁtﬁﬁ oovar, and.c':hack

s

Moaaura poikar’ s’oﬁiﬁb vunageatplug

socket by use of tester.

+ Ramoye AG: plug from thenAG wall.outier.:

hl;n-pmar acroag.both ends. of, -

_‘_ﬁ; mé‘p&wer plu&eandupammo

mmrinﬂimm’

umﬂnulty therAG cord,; switch, motor..

winding are OK,
. Ifrmmmlnunyisfound Pmmadas
“follows:. '

nmmmmmwrmdnmmwh R

covet, dhoit across AG plug onds opah
.1 ONOFF awhah
. the black and’

i no continulty, AC oord is men

*= Chegk continuity of motor,. -+~ v s

"3 Reimovi polee siippressdr and 57T ]
j O d'mkﬂmmlsgapmenéhmm

continuity across swltch_tan'nlnals._.

' Poﬂorswmiﬁimnlfv
lalowarﬁmnspmﬂad. ol’lhéb

and e ,‘5_‘-‘«‘.-‘.- R T

L

‘.. Ifﬂlnrolamnol'rtnuityuﬁmtor

-replace molor, ‘

- -tfﬂmmlsgapbetmancarbon

* brush:and rofor, causie is
*-oither.dust accurmulated in -

ol bmshholﬁhmrmrbmhmh

.( +

womwt.Atﬂuatarmplaca

- Ifmaralsnooohhmitybetwm
both larminals, ONIOFFBMIEh
nmhndafndha ‘

{18 TOO WEAK.

SUCTION powEH-_.\._.., o Fiers..

+ Dustbag.

x| * Norde hoge,

Chadtqmuﬁtyofdustmwnwlmadh

1. dumbag i
"Chackhrdlnyﬂter v

]- Hemovanozzlalv:usaam\chmk L

. -Flaplmodunbﬂﬂifﬁnl (Papu, :

- Emply dust bag(Clath) .-

2|+ Caoanindior Changi Finers.

| ‘NoisE oR-.
- ';;vmﬁmou

* Duat In motor fan,

» Aghtator rollor

k) "

J"-

*. Lower houaing
agitator grooves,

1 Holdbqadng.unﬂs Inhand.andmm

. Ohodcumvan wear of carbon brushes.

agitator, madcmmngnotsamaagmw
pullay saction makes. .

|+ Aghator should tum freely without

any drag or friction.

Claandnmouto!uwloﬁamnd
dmckﬁhrmﬂm; _:, L

= Replace carbon bﬂlahes. (Be aure
to replace both enrbon bmshps

atamﬁem)
-1 -nmm»habmmw agmm

‘o cap is defective, .
Hﬂplmdafmﬂvaondcap

_* Lower housing is wom.

' AGITATOR DOES. -
NOT ROTATE. |

. BB“. .

| o Check condition of belt.

. |-.# Replace bett if necessary. - h




